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encoTRive with Pro net IO

Compact drive for free networked drive technology
and continuous automation

It couldn t be easier encoTRive with Pro net and encoTRive with Pro bus

Identical interfaces from drive to control technology

All our encoTRive compact drives are available with Pro bus or Pro net. Both use the same device pro le PROFIdrive.
When migrating from Pro bus to Pro net the control logic and the PZD con guration remains. Logical adaptive
programming does not apply.

Enhanced scope of operation

The functional range of Pro bus is as well integrated into Pro net. Furthermore, Pro net offers additional functions. This
additionally applies to available alarm telegrams when having an event of failure in low cycle times and a number of
addressable attendants.

TR- Your interface specialist

Over the past years, TR group has gained a lot of experience in numerous bus systems used in rotary and linear encoders,
as well as in compact drives and general control technology. In a short amount of time, we are able to realize, with a
series of proven communication and interface modules, new bus variations and purpose-optimized solutions for your
applications.

Investment protection through identical PLC projection

For both Pro bus and Pro net, the projection is done with the same tool. In Pro net, you will nd the common projection
process of Pro bus. Together with the identical program and process logic, it protects the investment you have already
made.

Advantages with Pro net

- no bus scheduling

- the protocol analysis can be done with freely available Ethernet tools (z.B. Wireshark)

- address distribution takes place via software

- simpli cation of the topology arbitrary structures acceptable: star, line, tree, ring and hybrid forms

Tecnical data;: Communication

Functional range - Pro net 10 (PNIO)
- Conformance Class A
- Real Time Class 1

Data cyles with RT <10ms
Max. number of participants > 1000
Transfer - cyclic (process data)

- acyclic (alarm and time uncritical parameter)

Process data con guration free or via standard protocols







