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Montagehinweise: Magnethalter für CMF36S, CDF36S, IMF36 

 
 
TR-Electronic konstruiert und fertigt den Magnethalter kundenspezifisch passgenau für Ihre 
Anwendung und liefert diesen mit eingebautem Magnet. Gezeigt ist hier beispielhaft ein Magnethalter, 
der stirnseitig in eine Bohrung 6h7 (7 mm tief) der Welle eingepresst wird, Best.-Nr.: 49-150-092. 
 
Der Magnethalter ist nicht im Lieferumfang enthalten, bitte separat bestellen. Magnethalter in anderen 
Dimensionen werden nach Kundenspezifikationen konstruiert und geliefert. Weitere Informationen 
über die Lage- und Rundlauftoleranz finden Sie in den einzelnen Datenblättern. 
 
 
 
Beispieldarstellung CMF36S / IMF36 für eine stirnseitige Bohrung 6h7, 7 mm tief 
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Assembly notes: Magnet holder for CMF36S, CDF36S, IMF36 

 
 
TR-Electronic constructs and manufactures the magnet holder custom fit for your application and 
delivers it with a built-in magnet. The example shows a magnet holder pressed into the face sided 
drilling 6h7 (7 mm deep) of the shaft, order no.: 49-150-092. 
 
The magnet holder is not part of delivery. Please order this item separately. Magnet holders in other 
sizes will be designed and delivered according to customers specifications. About position and 
concentricity tolerance, find more in the individual data sheets. 
 
 
 
Exemplary illustration of CMF36S / IMF36 for a face sided drilling 6h7, 7 mm depth 
 

 
 


